ZI de Ladoux

Rue Verte

63118 Cébazat

France

Tél. 33 (0)4 73 25 84 00
Fax 33 (0)4 73 24 80 00
sunlux.eclairage@sunlux.fr
www.sunlux.fr

SA au capital de 450 000 €
N°SIREN 333 074 383
Code APE 2740 Z

N°TVA intracommunautaire
FR 68 333 074 383

Fiche produit 2009-0608 - Document non contractuel

Wk
Watertight and vandal-proof
single-crystal silicon solar cell

Six power LEDs installed under

an opal diffuser

Five LED colours available

Solar collector that recharges two
NiMH batteries - battery life:

80 hours

Continuous lighting: switches on and
off according to ambient light levels
Visibility of up to 30 meters
Operating temperature

Bonnes lumineuses

SOLAR

Cellule solaire en silicium de simple
cristal étanche et anti-vandalisme
Utilisation de 6 LED de puissance

placées sous un diffuseur opale
Existe en cing couleurs de LED
Capteur solaire rechargeant

2 batteries NiMH - autonomie :

80 heures

Eclairage en continu : déclenchement
et extinction proportionnels

a la luminosité ambiante

Visibilité jusqu’a 30 métres

~30T+70T Température d'utilisation :
-30a+70<C
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SOLAR W 1,30W / 1312ImW / 6 LED LED blanche / white LED 195 x 195 x 60 780 Grs
SOLAR R 1,30W /1312ImW / 6 LED LED rouge / red LED 195 x 195 x 60 780 Grs
SOLARJ 1,30W /1312ImW / 6 LED LED jaune / yellow LED 195 x 195 x 60 780 Grs
SOLAR V 1,30W /1312ImW / 6 LED LED verte / green LED 195 x 195 x 60 780 Grs
SOLAR B 1,30W /1312ImW / 6 LED LED bleue / blue LED 195 x 195 x 60 780 Grs

A poser ou encastrer
To be surfacemounted

or recessed

SOLAR B

SOLAR J

SOLARR
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Outdoor lighting > Bollards



